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ABSTRACT 

A reqttlrement exists for a low-cost remote display texndnal vlth 
alphanumeric and Une-dravlng capabilities for use with tine-shared 
computer systems. l!hls thesis, conducted as part ot tbe overall 
rsmote display design project, ms undertaken to Isveatigate novel 
approaches to character generation, vi-tt isbm goal of dzmstieally 
reducing present-day costs for such devices. 

A stflrvey of existing devices and character generation technigjues was 
carried out, and a design approach was chosen lAloh takes adrsntage of 
mass-fabrication techniques. Itais includes using a flve-by-seven dot 
matrix raster and a resistor array "read-onay" character nenory for 
the 96 printable syafttols of the Revised Proposed ASCII Code. Circuits 
designed included a dot matrix generator, aiKl a resistor array memory 
vlth selection logic sense ai^llfiers, and a shift register output 
buffer. 

An expexrimental character generator vlth an elght-vord menoay >)as 
built, largely using Integrated clrctilts and vas found to vozk as 
desired. It is concluded that the design approach vlU ^eld a 
character generator that is of low enough cost to find vl'de use 
in remote con^uter tezridnals. 
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CHAPTER I 
BACKGROUND 

A. USE OF RMOTE TERFCENALS IN TIME- SHARED COMPUTER SYSTEMS 

Before time- shared computer systems were built, the standard procediire 
for using a conrputer for problem solving was to write a program, transfer 
it to a deck of pvinched cau:ds, submit it to a central computer center, and 
after a wait of five to twenty- four hours (while the program was processed 
along with many others), the problem solution or "print-out" was picked up 
at the same central station. Because it was seldom that a progi-am worked 
correctly the first time, the program print- out usually needed to be quite 
extensive to discover exactly what the program did. 

It was long obvious that the incredible speed of computers was not 
being well utilized because of the bottle-neck created by trying to get 
information into and out of the machine. It also became obvious that 
there were a nxanber of interesting things a computer could be used for 
that would require a faster information channel between the user and the 
computer; i.e., one that could give responses within seconds rather thsm 
the usToal hours. 

At this point, the concept of time- sharing was introduced and several 
experimental computer systems were set up. In general, these consisted 
of connecting a number of teletypewriters to a conrputer and having the com- 
puter service the commands entered from these "remote terminals" so quickly 
that it appeared to each user at a keyboard that he was the only one using 
the computer. These teletypes could properly be called remote terminals 
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because they were connected through the standard telephone system and could 
be located almost anywhere — classrooms, offices, homes, even distant covintries. 

The fast computer response greatly reduced vasted time by the user 
since he could quickly find and correct mistakes and otherwise "de-bug" 
programs. It also reduced the need for huge amounts of essentially 
useless print-out, for the user could trace his program step by step. This 
was very fortxmate also since the teletypes used as remote terminals could 
not print nearly as fast as the large line printers used in computrar centers. 

However, even though the use of teletypes greatly diminished the 
n»n- computer information barrier, it was felt by many that a more desirable 
remote computer terminal needed to be developed. There were two major 
reasons for this. Because of inherent mechanical limitations, the 
teletypewriters- (and similar electric typewriters) cannot print faster 
than about ten characters per second. This is far slower than the reading 
speed of a Tiser and if the user is simply searching for scane piece of 
information, this slow rate can be quite annoying. In addition, it was 
felt that to limit the computer output to only the alphantmieric characters 
that can be printed was too severe a restriction; ■pidiori.til. information 
such as graphs, charts, and drawings would often be the output preferred 
by a user. 

B. EEVELOPMEHP OF EETCRIAL DISPIAY TEIMIHAIB 

For some years, cathode ray tube (CRT) display units have been attached 
to computers. The early vmits were "point-plotting" machines that required 
the computer to continuously supply information concerning the beam position. 
These machines were slow; a typical delay of 35 microseconds was required 
to plot each point. Thus a complicated display could monopolize the entire 
capacity of even a large computer and the image output would "flicker" 
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because of the slow display rate. Even so, some very interesting projects 

2 
were done using such displays. These projects encouraged work to develop 

better terminals. 

A good example of a highly versatile display station is the ESL Dis- 
PNrConsole located at Technology Square as part of M.I.T. 's Project MAC.^» 
It was developed to produce flicker- free displays that would not require an 
entire computer to maintain. This station consists of a special-purpose 
display generating computer with two sixteen- inch CRT's, and is connected 
to Project MAC'S IBM 709^^ computer by a high-speed data link. The display 
logic accepts digital commands from the 709^1- which cause it to generate the 
proper analog voltages to drive the CRT displays to make meaningful patterns. 

For text display, a special "character generator" is included; this 
THiit accepts six-bit binary words to specify which of sixty- four alpha- 
numeric symbols is desired and then by referring to its internal memory, 
generates the proper voltages to cause the CRT to trace out the character. 

This station also has a number of other features to facilitate making 
interesting and useful displays. 

In a sense, this station respresents an ideal remote computer terminal 
and, because of its versatile display, has gained wide acceptance from 
such people as civil engineers, electrical engineers, mathematicians, 
and even biologists. Normally, these people are reluctant to spend 
large amounts of time converting standard computer print-out into meaningful 
forms—pictures, graphs, etc. With the ESL Console, this is no problem. 
However, certain factors prevent the wide- scale use of such sophisticated 
displays as geneara-l piirpose remote terminals. Expense is one. In the 
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overall M.I.T. time- sharing system, there are more than 200 terminals and 
it is likely the number vill increase. If a complex and expensive machine 
such as the ESL Console were to he used as replacements for all existing 
terminals, the cost of the terminals would far exceed the cost of the 
main computer. 

Another drawback is that a high-speed, multi-circuit data link must 
be used between the ESL Console and the main computer; this would restrict 
the number of locations where the machine could be used. A third problem 
is that the present system requires a certain amount of main computer 
meraary and some processor time to maintain a display; a large number of 
such displays would place a heavy and non-pix5ductive load on the central 
computer system. It appears that a limited number of these highly sophisti- 
cated displays will be useful in a computer system but cannot be used 
as general replacements for teletypes. 

C. STOm OF RBQUIRIMEHTS OF A REMOTE TERMINAL AMD SOME EARLY EXPERIMEIITS 
1. General Considerations 

Fortvinately, most computer users would be satisfied with a 
computer terminal which had characteristics somewhere between the low- 
speed, text-only, fonnat of the teletypewriters and the versatility of 
the complex ESL Display Console. Realizing this, attempts have been made 
to design a cosipromlse system. 

With a somewhat informal study of the needs of the typical user 
and an insight into some of the physical limitations of building remote 
terminals, a better idea of what a general puiTpose remote terminal should 
be has evolved. What appears to be needed is a unit that can display 
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"both graphical information and text, with text display much faster than 
present teletype speeds. In addition, the total terminal cost must be 
low enough to allow its use in large numbers. To be able to locate the 
terminals as freely as they are presently, the data link connecting the 
terminal to the congjuter should be a telephone line. 

2. Limitations of Existing Approaches 

A number of manufacturers have developed so called "inquiry units" 
for use as remote computer terminals. Generally, these relatively low- cost 
machines can be driven over telephone lines and utilize a CRT for display, 
but can only generate text and very limited graphical displays in a 
typewriter- like format; they could be called "electronic typewriters". 
Even though these vmits can display text rapidly, the fact that they 
lack the ability to provide flexible pictoral displays make them 
ixnsuitable for general purpose remote terminal. 

3« Potentialities of Direct View Storage Tubes 

At the present time, only CRT's offer the speed, flexibility, and 
relatively low cost needed for high-performance terminals. However, one 
of the big problems of CRT's is that, in general, the data displayed must 
be regenerated and fed to the screen at least 30 times a second to avoid 
annoying image flicker. To do this, some sort of high-speed memory is 
needed— and this is usiially quite expensive. Also, very high speed 
electronics and deflection systems are required. On the other hand, 
there is one class of CRT's known as direct view storage CRT's, in which 
an image traced by the electron beam is visually stored on the screen and 

will remain for a considerable period of time (up to one hovir) tmless it is 

7 
erased. 
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Using such a tube, it is not necessary to regenerate dataj thus 
no high-speed data menwry is needed and writing speed does not have to 
he ahove the fUcker rate. Certain disadvantages do occur in terms of 
resolution, brightness, and screen size vith available tubes, but it 
appears that enough research is being done on these problwns that in the 
near future, sufficiently good storage CRT's will be available. 

BecaTise the advantages of storage CRT's in not requiring a high-speed 
memory and associated higlv- speed picture generation hardware, the ESL 
Display Group has eniployed a Telrtronix 5^^ Storage Oscillx>scope in several 
tests of remote terminals. These tests have been designed to discover the 
best means of transmitting graphical data over the narrow bandwidth of 

telephone lines. 

Forttmately, besides not requiring a regeneration memory, storage 
COT'S allow an tnage to be "built up" slowly from a narrow bandwidth input 
without any complicated circuitry. Therefore, one of the simpUest schanes 
for using a storage COT at a remote location is to send the horizontal, 
vertical, and intensity control signals along three separate telephone 
lines to the COT. These signals cause the electron beam to trace out 
an Image. This arrangement has been tried using the ESL Console to generate 
the needed signals but suffers from three restrictions. 

First, because three signals are required simultaneously to control 
the COT, three lines are needed for operation. (For a remote COT 
display to be as flexible as a standard teletype terminal, it is desirable 
that it require only one line. ) Second, picture quality suffers because 
of different delays on different lines and because of line noise. Third, 
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because of "bandwidth limitationB on the telephone lines (approximately 
1 Kc), the writing rate, particularly for text displays is too slow. 

D. IMPROVED RMOTE DISPIAY TERMINAL 

In an effort to overcome the problems outlined above, it was 

suggested that a remote storage-tube terminal be btiilt with Ixscal picture 

g 
generating capability, somewhat like the ESL Console. Data could then 

be sent in digital form, which is more noise immune than analx>g transnission. 

Horizontal, vertical, and intensity control signals could be sent sequentially 

and stored at the terminal end until all three were available— thus requiring 

only one telephone line. 

Finally, instead of continuously sending the absolute beam location 
to the terminal, only changes in beam location would be sent, thus reducing 
the amount of redundant information sent and effectively increasing writing 
speed. 

These techniques increase the amount of reliable data sent over a 
communication channel in a given time period but reqiiire considerable data 
processing at the receiver end of the channel. Therefore, the question 
arose as to whether it would be possible to build the needed circuitry at 
a low enough cost to be reasonable in a remote terminal. Thus, a design 
project was undertaken to implement the scheme shown in the block diagram 
of Fig. 1. This equipment, except for the character generator, was built 
and tested in the summer of I965. 

Briefly, operation of the vector generator is as follows. Data 
is received serially in digital form from a single input line. A 
nine-bit data bttffer register stores the incoming signal until it is 
full and then rapidly transfers its contents to either the x, y, or 
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coBHnand flip-flop registers, depending on the position of the data flow 
switch. The three registers are filled sequentially, starting with the 
conmand register. When all are filled, the eigjht-hit coiffiter associated 
with the X and y registers is allowed to covint. Two "binary rate attltlpliers 
(HRM's) ore controlled hy the data in the x and y registers. The oJitpttfc of 
each BRM is a pulse train containing as many pulses as the Waary count 
in the associated register. 

The two pulse trains ore used to trigger special pulse generators 
that put out precise pulses with constant width and coostant aaaplitude. 
These pulses feed operational awplifiers coimected as integrators. The 
output voltage levels of the anplif iers change as each incoming pulse 
is integrated. These voltages are used to deflect the "beaift on tl» stcwage 
CHT. After each new voltage increment appears on one of the integrating; 
capacitors, an intensify pulse is generated and a dot appears on the CM 
screen. Therefore, a pulse train produces a series of closely spaced dots 
that define a straight line. The angle and length of this line depend on 
the relative magnitudes of the "binary numbers in the x and y registers. Also, 
since the pulse generator can produce either positive or jixegative pulses, 
lines may he drawn in any direction. After a line is complete, the eleetroH 
heam remains at its last location until three more binary wards are loaded. 
At this point, a new line is initiated, starting where the last one left off* 
By continuing in this fashion, line drawings of any eoaplexlty can be made tq?# 

In addition to lines, the command register can "be used to progr^ the 
control logic to reset the integrators to zero, to disable the intensify 
circuits, and perform other special tasks. Lines are draw» as a series 
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of points spaced about O.OO5 inches apart (on a 5" CRT); points can be 
plotted at a rate of one every twenty microseconds. Presently, a "word" 
of nine bits can be received in five milliseconds, and since three words 
must be received in order to draw a line, one line can be drawn every 
fifteen milliseconds. 

E. AW ADDITIONAL PROBLEM 

It was known from the beginning that the vector generator described 
in Section D would not be able to effeciently handle text display. Even 
though characters could be drawn using short line segments, this method 
would be much too slowj characters would need five to ten line segments- 
requiring 75 to 150 milliseconds per character. This is roughly the speed 
of a teletypewriter. 

The solution seemed to be to include a character generator in the remote 
terminal. As in the ESL Console, this generator would accept a single 
binary word to specify a desired character. Then, by referring to an 
internal memory, the machine would produce the appropriate voltages to 
cause the image of the character to appear on the CRT. Since one word 
is received every five milliseconds, 200 characters per second could be 
OTitten on the CRT— 20 times as fast as a teletypewriter. 

It ^ras this need for a character generator that would meet the special 
requirements of a versatile, yet low- cost remote computer terminal that 
motivated this thesis. 

In Chapter II, a review is given of existing character generation 
schemes; some advantages and disadvantages of each type are given. Chapter III 
outUnes in detail how the final generation technique was chosen while 
Chapter IV discusses actual circuit construction. Finally, Chapter V gives 
some conclusions about this project. 



CHAPTER II 
CHARACTER GENERATOR TECHNIQUES 



A. IMTRODUCTION 

After the decision was made that it was necessary to include a 
character generator in the Remote Display Terminal, it was then 
necessary to investigate the various ways of building such generators 
and to see what machines were commercially available. 

It was soon discovered that a large variety of generation schemes 

10 
exist — each having certain advantages and disadvantages. To compare 

the existing generation techniques, it is desirable to identify the 

elements and operating parameters that are common to all. There are 

two basic elements associated with character generators: l) generating 

logic and 2) character set memory. 

In the simplest terms, it is the function of the generating logic 
to take information from the character set memory and use it to form 
a character on the screen of a CRT. 

The character set memory stores information about the shape of 
chaxacters so that when a six- or seven-bit binary word is accepted 
as a character selection input, the memory "programs" the generating 
logic to produce the desired character. 

Usually, the generating logic produces horizontal and vertical 
deflection voltages to move the electron beam of a CRT; often a beam 
intensity voltage is also produced. 
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liirportant pairameters of character generators are: rate of 
generation (characters per second), quality of characters, size 
of character set, reliability, and, of coiirse, cost. For some 
applications, such other factors as physical size and ease of changing 
the character set are also important. As a rule, as one or more 
paraiaeters Jjj^rove, others suffer. Cost in particular is likely to 
increase as speed, quality, and character set size increase. 

B. CaSNERATION TECHHIQUES 

The different approaches to character generation fall into two 
basic classes — signal generation and beam forming. The signal 
generation schemes use the kind of generating logic outlined earlier; 
vertical and horizontal deflection signals and beam intensity control 
signals are produced to control the electron beam in the usual way 
to trace out characters. 

Beam forming is a very different method. With beam forming, the 
cross sectional area of the electron beam is distorted in such a way 
that when the beam strikes the phosphor screen, it forms a character. 
This is usually accontplished by passing the electron beam through a 
mechanical mask located within the CRT. Thoizgh the beam- forming generator- 
really a special pxunpose CRT— has some advantages in systems requiring 
hlgb- speed character generation, it is not well suited for use in a 
remote terminal. The CBT used is very specialized and rather expensive, 
and since the CRT is one of the most likely elements to age and need 
replacing, this is a serious drawback. In addition, complex circuitry 
is needed for the additional deflection stage needed to pass the electron 
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beam through the proper hole in the character mask, and then re- align 
it on- axis for the main deflection system. 

Turning again to the signal generation schemes for character 
formation, we find that there are two main groupings: raster types 
and function types. In the raster types, a standard deflection 
pattern or "raster" is generated for all characters; this pattern is 
designed so that hy selectively intensifying certain portions of the 
pattern, any character required can he displayed. The pattern used 
may be a rectangular array of dots, a series of vertical or horizontal 
lines, or a lissajous type figure. The advantage of this method is 
that by using the same raster for all characters, the vertical and 
horizontal deflection voltages are always generated the same way ajad 
no memory is required to program these voltages individiially for each 
character. Thus the memory contains only intensification data. This 
reduces memory capacity requirements and lowers machine cost. 

The reduced memory requirements are partially off- set by the 
need for a relatively complex raster generator which has to be designed 
to go through the required sequence of horizontal and vertical deflection 
voltage? to produce the raster pattern. The disadvantages of such a 
system are that generally many unnecessary beam movements are required, 
reducing character repetition rate. Also, character quality (readability) 
may be low and the characters can have a rather mechanical look to them, 
vmless a large raster is used. 

However, if a large raster is used, the character set memory sise 
must be increased and the advantage of a lower cost memory is lost. 
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The sports scoreboards that use a number of Ughts to display numbers 
are an example of a minimal raster display. 

The functional generators avoid the wasted motions of the raster 
generators by programming the deflection voltages for each individual 
character, tracing out the character directly. This is a considerably 
faster technique and produces very good quality characters, but also 
requires a much larger memory— usually vertical, horizontal, and intensity 
signals are stored. On the other hand, the vertical and horizontal 
drive circuits are somewhat simpler than the raster types. The raster 
circuit has to "remember" the raster pattern, whereas the function 
type is continuously controlled by the memory. 

Several different versions of the function character generators 
exist. In some, horizontal and vertical deflection voltages are 
stored in pairs; the generating logic sequentially samples these 
pairs and the electron beam Jumps to a new position each time a new 
pair is sampled. Usually, the number of pairs is limited to less than 
sixteen, but this is seldom a restriction on the types of characters 
that can be generated. 

Another type of functional generator is the "stroke" generator, 
in which characters are drawn as a sequence of short lines. The 
memory supplies the orientation of each of the lines. Normally, 
eight possible orientations are stored and nine to twenty line segments 
are used. 

In addition to the basic techniques outlined above, a number 
of variations exist that have certain advantages for certain appUcationa. 
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C. CHARACTER SET MEMORIES 

Another way of distinguishing between different types of character 
generators is to compare the types of memories used. As with generation 
schemes, one finds that many different types of character memories. 
Information can he stored in either analog or digital form and can 
be stored for either serial or parallel read- out. 

1. Read'^Write Memories 

The same type of ferrite core memories that are widely used in 
computers have been used for character generators also. Such a memory 
can be "written" as well as read and thus offers the advantage of being 
easily changed to hold different character sets. However, for memories 
as small as character sets, normal read/write core memories are not 
economical when compared to other types. In addition, for many 
character generator applications, they are too slow. Finally, the 
fact that this memory is not a permanent memory means that some provision 
for initially "filling" it must be provided. 

Sequential memories can be used for character pattern storage in 
some types of character generators, though for high speed generators, 
they exe too slow. Sonic and nBgnetostrictive delay lines are both 
possible choices for this type of memory, and can hold fairly large 
amounts of information at low cost per bit. 

Along with standard core memories, however, sequential memories 
share the mixed blessing of being "re- writable". This allows easy 
changing of character set but requires means of periodically filling 
the memory. In the case of delay lines, a re-filling is necessary 
whenever power to the unit is interrupted for sjiy reason. 
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Since inforoBtion is only available serially from such memories, 
speed of read- out is very limited and coii5>licated circuitry may be 
required. 

2. Read-'Only Memories 

Because of the various drawbacks to read- write memories, character 
generators usually incorporate "read-only" memories which combine 
reasonable cost, high speed, and permanent storage. As the name 
implies, new information cannot easily be entered into such memories, 

so character sets are fixed. 

12 
Included in this class are the various matrix memories. 

In general, these consist of a matrtx with a series of horizontal "word" 

lines and a series of vertical "bit" lines. When used in a character 

generator, a word line corresponds to a character in the set. The 

memory is normally binary, storlijg a pattern of ones and zeros for 

each character. To store a "one" at a particular bit location of a 

particular word, a passive circuit eleownt is connected at the Junction 

of the word and bit lines. To store a "zero", no elanent is connected. 

The memory is read by applying a voltage to one of the word lines, 
and monitoring the output of all the bit lines. A high voltage indicates 
a "one", and a low voltage indicates a "zero". Circuit elements that 
can be used are diodes, resistors, capacitors, or inductors. 

One ferrite-core memory that overcomes some of the problems of 
read-write memories is the "rope memory". This consists of a small 
number (one for each bit of the storage word length) of relatively 
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large apertiire ferrite cores that have a large number of wires 
(one for each stored word) threaded throiigh them. An individual wire 
is woven through the series of cores in such a manner that it may or 
may not pass through a given core. If a "write" coirrent pulse is sent 
through this wire, all the cores through which it passes are set to the 
"one" state while the others remain in a "zero" state. The pattern 
of ones and zeros can then he read out hy appropriate circuitry. 
Normally, for each character in a set, there is a wire that is woven 
through the series of cores. In one standard configuration, 6h wires 
are woven through 35 cores. When any one of the 6k wires is pulsed, 
a particular pattern of ones and zeros is set up in the 35 cores; 
this pattern is then used to program the generating logic to produce 
a character. 

Since the character patterns are determined hy the wire threading, 
there is no need to fill the memory (but it is no longer possihle to 
change character sets, unless the cores are re- threaded). Also, 
because no coincident- ciirrent selection is involved, read-out signal 
levels can be much higher than for standard core memories and less 
expensive sense amplifiers are required. In general, rope memories 
offer a less flexible but more economical character storage for 
character generators than normal core memories. 

3. Special Purpose Memories 

The preceding memory techniques are general-purpose in the sense 
that they are basically digital in nattjre and any type of information 
could be stored in them. However, some special memory techniques have 
been developed especially for character generation. One example has 
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already been discussed; the mechanical mask vised in beam- forming CRT's 
is the memory for that type of generator. 

Another interesting example employs a special T.V. "camera" tube, 
called a monoscppe, in a raster type generator. Instead of picking 
up an external field of view as normal vidicons, the monoscppe has 
images or "targets" built inside its faceplate. If these targets are 
shaped like characters, they constitute the character memory. In use, 
the electron beam of the monoscope is trained at the desired character; 
then the electron beams of both the monoscope and the display CRT are 
synchronously swept through a series of short vertical or horizontal 
lines. The beam intensity of the display CRT is controlled by the 
monoscope signal output, which in turn is controlled by the particular 
character that is being swept. 

D. SU14MABY 

The large number of comnercially available character generators 
range in price frcm about $2000 to more than $10,000, depending on which 
features they enrphasize. A good exaaiple of such a machine is the Straza 
Character Generator used with the ESL Console. It has a repertoire 
of 6k high-quality characters, and can generate them at a rate of 
100,000 per second. ^ However, it costs more than $8000. Since it 
has been suggested that the total cost of the entire remote terminal 
be no more than $5000, (including vector generator, CRT display tube, 
and other required hardware plus a character generator), it appeared 
that a new type of character generator— less expensive than existing 
ones— would have to be developed. Several factors suggested that an 
original design would be desirable. 
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First, it \m.s noted that most of the commercial machines were 
designed to be used with CRT's that require the displayed picture 
be refreshed continually. For a text display of 1000 characters, 
the character generator used with such a CRT must produce 30,000 
characters a second if the display is to be refreshed at least 
30 times a second (to avoid image flicker). However, since the 
proposed remote terminal is to use a storage CRT, no regeneration 
is required and the character generator need produce only 200 characters 
per second. It was hoped that this lower speed requirement would 
help reduce costs. Another reason for designing a new machine was 
that Project MAC has standarized on the 7-bit Revised ASCII Character 
Set (which has 96 printable characters) for future terminals. 
Few commercial machines offer character sets larger than 6h without 
essentially paralleling 6it- character units, with attendant large 
increase in price. Some cannot be used with sets larger than 64 
without extensive modifications. 

For these reasons, it was decided to choose a design approach 
for building a new type of character generator that would meet the 
performance requirements of a remote computer terminal and be in- 
expensive enough to be compatible with the cost goals of such a terminal. 
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CHAPTER III 
SELECTION OP A HSM UESIGN APPROACH 



As discussed in Chapter II, study of the various techniques used 
in character generation indicated that a fresh design approach was 
needed. In this chapter, ve will consider the advantages and 
disadvantages of several possible types of low- cost character memories. 
Reasons for choosing a resistor matrix memory are discussed, and a general 
outline of a proposed raster- type generating logic technique is given. 
Particular eniphasis is given to corapatability with the vector generator 
and possibilities for sharing circuit elCTients. 

A. REVIEW OF REMOTE TERMIMAL REQUIREMENTS 

The requirements included use the revised ASCII character code 
with 96 printable characters, and the ability to generate 200 characters 
per second. Other desirable characteristics were that several format 
sizes for characters could be generated and that special, non-standard 
characters could be externally programmed. There was no particular 
concern about character quality other than that the characters be 
easily legible. Above all, the generator must be of low cost; 
initially, it was decided that a figure of $500 to $1000 would be con- 
sidered acceptable. Of course, any design would have to be compatable 
with the vector generation scheme as outlined in Chapter I. 

B. A LOW-CCST, MBCHAKECAIiY BOTATBKJ MEMORT 

As WBS polluted o«fc earlier, one of the most obvious reasons for 
ttte hlgx cost (Xf coaaMTdttl el»iz»eter eeaer&t&re is- th&t these machlnee 
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are usiially expected to work at high speeds — generating 30*000 to 
100,000 characters a second — so that CBT image regeneration can take 
place. Since the generator required for the proposed remote terminal 
need only produce 200 characters per second, it was hoped that "by 
sacrificing high speed, an inexpensive machine could be built. 

One place where a lower speed requirement could result in a 
substantial savings was in the character set memory. It was suggested 
that a low- speed, mechanically- rotating, sequential memory could perhaps 
be used. 

It was hoped that such a memory would be very inexpensive to construct. 
In addition to low cost for the memory itself, the fact that such a 
memory would be sequential would "be an additional advantage over 
parallel memories. This is true because in all signal generating 
type character generators, information to control the CRT electron 
beam must be supplied to the generating logic in serial form. Therefore, 
for parallel read-out memories, some sort of buffering, such as a 
shift register, is necessary to convert the memory output to serial 
form. With a sequential memory, however, no bxiffering is needed and 
the cost of this additional circuitry is avoided. 

One possible sequential memory for use in a character generator is 
a magnetic drxun, but after investigating these memories, it was found 
that the commercial units available were too expensive to be used — 
mainly because they stressed a read- write capability and large bit- 
capacity. 
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To find a lower cost substitute, it was decided to consider 
building a special rotating disk memory that would be limited to 
read-only capability and have a small-bit capacity. One plan was 
to use a photographic disk with information recorded optically on 
co-axial tracks along its circumference. Another possibility was 
to use magnetic or electrostatic recording as storage modes. 

This memory disk would be driven by a motor much like a phono- 
graph record, and a number of "read stations" would be mounted near 
the disk to convert the stored information to electrical signals. 

As with any sequential, circulating memory, this proposed disk 
system presented problems concerning access time and read-out time. 
Because of limitations on the writing speed of the storage CRT that 
will be used, a small-size (O.l inch high) character cannot be written 
in less than roughly 300 microseconds; for large- size (O.l^ inch high) 
characters, this writing time cannot be less than 1000 microseconds 
(one millisecond). 

To avoid the cost of extra circuitry, it was necessary to use a 
minimum of data buffering- both on the memory selection logic and on 
memory read-out. This meant that the one-millisecond CRT writing 
rate would be the required memory read-out rate also. On the other 
hand, incoming character commands occur every five milliseconds, and 
with a one-millisecond read- out time, the maximum allowable access 
time would be four milliseconds. 

During the fotir milliseconds, the entire character set memory 
stored on the disk would have to pass under a memory read station. 
The faster the disk rotation, the less time is required for a given 
point on the disk to reach the read station. However, if a single 
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read station is used, a caaplete rotation in four milliseconds 
requires the disk to rotate at 15,000 RTM — a rather high speed for 
mechanical systems. If four reading stations were placed at ninety 
degree intervals around the disk, a speed of only 3750 RPM would he 
required for a given point to reach the nearest station in a maximum 
of four milliseconds. Alternately, if the character set memory were 
copied several times around the disk, rotational speeds could he 
reduced. However, hit-packing densities limit how many times the 
memory may he copied. 

The need was, of course, to use as few reading stations as 
possihle to reduce costs, and yet keep the rotational rate at a 
reasonahle value. 

In addition to character- set storage, timing and address tracks 
(which would also require associated read stations) would have to he 
included on the disk. 

One attractive possihility for this type of memory was to store 
analog signals with a technique much like sound tracks are recorded 
on motion picture film; hy using three tracks, the horizontal, vertical, 
and intensity control signals could he recorded directly. This would 
require very little circuitry for the generating logic and character 
quality could he high. On the other hand, a large nxmiher of read 
stations would he needed. 

Another technique that would require considerahly less memory 
capacity (and therefore fewer read stations and switching circuitry) 
would he to use a minimal raster approach. This would also allow 
character data to he stored digitally. Of co\irse, the generating logic 
would he more complex. 
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The major difficulty with the disk memory approach is that it 
vould he mechanical and \rould have mechanical limitations. For a 
high-speed disk system, a well machined housing and drive motor 
would be needed. Alignment of read stations and other mechanical 
adjustments would periodically be required and in general, reliability 
would probably not be as good as an all- electronic character generator. 
Thus attention was turned to non-«echanical approaches. 

C. ALL-ELEICTBONIC MB40RIES 

In stiidying various types of purely electronic memories that might 
coorpete econcanically with the mechanical disk type, it was necessary 
to price not only the memory itself, but also the sensing (read- out) 
circuitry and the selection logic. 

For delay line memories, selection logic can be quite trivial; 
a coxmter driven by a precise clocking signal can keep track of which 
word is available at the outptrt. 

The read-out amplifier is relatively complex, but only one such 
antplifier is needed. However, the cost of the overall memory, the 
problems of refilling it (as mentioned in Chapter II), and the problem 
of access time made this type of memory seem unattractive. 

Ferrite core "rope memories" offer certain advantages in terms 
of random-access reading (no access- time problems), read-out levels, 
and selection logic, but the quoted cost of $350 to $500 (without 
selection logic) was somewhat higher than was thought desirable. 
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The special-purpoBe character memories such as beam forming 
type and the monoscope type, while feasible, were felt to be ill- 
suited for use in the proposed remote console. They would not 
fit in well with the vector generator, and would require special 
power supplies and other control circuitiTr which would make them 
much too expensive. 

Various matrix memories were considered: inductive, resistive, 
diode, and capacitive elements can be used in such read-only memory 
arrays. Inductive arrays offer advantages in ease of word selection 
and can have (in some applications} high enough output signal levels 
to eliminate the need for sense amplifiers. However, such arrays are 
difficult to fabricate and are therefore more expensive than other 
arrays. At the opposite extreme, capacitive arrays are quite easy 
to fabricate but have low output levels. 

Diode matrix arrays are straightforward to work with, and have 
excellent output levels. However, at the time the menory survey was 
made, there were no commercial techniques for economically producing 
large diode arrays. Early calculations showed that a minimum character 
memory would require between 2000 and 3000 bits— this would mean using 
roughly 1000 to 150O diodes (assuming that about half of each stored 
character word consists of "ones"). It appeared that the price of 
components and installation would be between $.15 and $.20 per diodej 
therefore memory component cost, not counting selection Ixsgic or sense 
amplifiers would be as high as $300* 
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Reslstor arrays do not offer nearly as well defined output levels 
as a diode array because of "sneak paths" through unselected words. 
Moveover, as the array size increases, the output levels decrease 
rapidly. On the other haxid, resistors are cheap— typically no more 
than $.03 a piece in quantity. Parts cost for a 3000- bit memory 
would be roughly $it5.00. In addition, it was known that some work 

has been done to fabricate low- cost arrays of resistors, using 

17 
deposited film techniques. 

The promise of a very low- cost resistor array was encoxjraging 
enough to motivate research into how big a disadvantage the low 
output levels of such a memory would be. Initial investigation showed 
that while rather small output levels were available, the low speed 
requirements made it possible to use inexpensive circuits to act as 
sense amplifiers. Selection logic also could be built cheaply. When 
conrpared to a possible diode matrix that would require less complex 
sense amplifiers, indications were that the savings on resistor 
memory itself would more than pay for the higher circuit costs of the 
sense amplifiers for the resistor matrix. In addition, the overall 
costs of a memory made with ordinary techniques appeared to be competitive 
with the proposed disk memory; if it were found that resistor matrix 
could be fabricated automatically, its costs would probably be much 
less. 

However, there was one big drawback to using a matrix memory: 
read-out from such a memory is essentially parallel and, as pointed 
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out earlier, memory data must be fed to the generating logic 
serially. Therefore, expensive "buffering must be used with a 
parallel read-out memory. To remove this restriction on the use 
of parallel memories, it was decided to "share" some of the circuitry 
in the vector generator to perform the hiifferlng function. By sharing 
already existing circuits, system cost does not increase; thus parallel 
read-out memories can he used without excessive cost. 

A side advantage of using a buffer for the memory is that this 
biiffer can be filled not only by the character memory but also from 
the external data input. This allows the character generator to work 
in a special mode in which non-standard symbols can be externally 
programmed. 

Because of the encouraging economic comparison and because a 
character generator using a resistor matrix memory would be compatable 
with the vector generator and system timing considerations, it was 
decided to build an experimental character generator using a resistor 
matrix as its character- set memory. 

D. GEEJNEMTING LOGIC 

The type of generating logic to use depends, of cotirse, on which 
type of character set memory is chosen and how much eniphasis is 
placed on character qxiality. Since it was decided to use a resistor- 
matrix, which is a purely digital memory, and since character quality 
was not of prime concern, the obvious choice for the generating logic 
•v;as to use a minimal raster technique. 



-28- 



The normal mode of the vector generator is to draw lines by a 
series of points or dots. Thus, the most compatable raster scheme 
to TOrk with this generator is a rectangular array of dots. The 
slmpliest array that will still give the needed readability for all 
characters is an array of 35 dots— seven dots high, five dots wide. 
All characters can be made up from such an array by selectively 
intensifying specific points. An example of such a dot array or 
matrix is illustrated in the upper right-hand corner of Fig. 2. 

A larger array— say nine-by-six or ten- by- seven— would produce 
better Ixjoking characters but would require considerably more memory 
capacity; a smaller array would not provide enough detail to 
distinguish clearly between characters. 

Figure 2 shows in block diagram form the make-up of the proposed 
seven-by-five dot matrix character generator. Three main divisions 
are identified; a dot matrix generator, a character memory, and a 
digital- to- ana log converter. 

Since the character generator and vector generator are never 
used at the same time, it was natiiral to consider using the same 
circuits to serve both generators. Thus, it was hoped that by 
time-sharing common circuit functions, considerable savings in cost 
of circuits would result. 

Because of this desire to time- share circuits, the elements in 
Fig. 2 were chosen to maximize the similarity of certain circuit 
blocks of the vector generator and of the character generator. It 
will be noted that the digital- to- analog converter is identical to 
the pulse integrator circuits of the vecot generator. Also, that 
the Modulo- 5 and Modulo- 7 counters could be used as part of the eight- 
bit counter used in the vector generator. 
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In operation, an 8-Mt "binary word fed to the selection logic 
is decoded to specify one of the 96 possihle character word 
lines. Thirty- six bit output lines feed the digital word containing 
the intensity information of the selected character into 36 sense 
amplifiers. When a "reset" pulse is applied to the character 
generator, the 35-bits of the character-word are read into the 35-hit 
shift register. (The thirty- sixth hit is a special control hit which 
will he discussed later. ) After the shift register is loaded, clock 
pulses feed both the dot matrix generator and the shift register; the 
matrix generator produces horizontal and vertical deflection signals 
to. move the electron beam through the pattern shown in the upper right- 
hand comer of the figure. 

In sjmchronization with the pulses that move the beam, the 
pattern of "ones" and "zeros" stored in the shift register are shifted 
to the right to sequentially feed the Intensity Control Circuit. In 
this way, the information in the character memory is used to control 
which points in the generated matrix are intensified. 

For simplicity, some of the needed circuitry is not shown. For 
exanrple, provision is made for an additional nine clock pulses (which 
are never intensified) to move the electron beam into position to 
draw another character. Also, certain lower-case characters, such 
as "g", "J", "p", "q", and "y", extend below the base line upon which 
all the other characters are written and thus lie outside the standard 
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matrix. To draw these characters, it is necessary to start the matrix 
two points lower than usual. Therefore, the thirty-sixth hit, called 
the Dropped Matrix Control hit, starts the matrix at the lower position; 
it is used only for characters that extend below the base line. 

The modulo- 5 and modulo-7 counters keep track of where the beam is 
in the X and y directions, respectively. After each set of seven 
counts in the y direction, the beam is incremented in the horizontal 
(x) axis by one step and the direction of the beam motion in the 
vertical (y) axis is reversed. When the modulo- 5 coxinter is full 
(after five x increments), a signal is generated to stop the clock. 
When a new character is loaded, the process beings again. 

It would have been possible to read out the menmry word in segments — 
say six six-bit blocks-- and use only a six- bit shift register instead 
of a 35-l3i* one. However, it tiims out the x, y, and command registers 
of the vector generator (shown in Pig. l) can be built as shift registers; 
to do so requires a shift register totaling 27 bits long. Therefore, 
"by "time- sharing" the 35- bit shift register between the character 
generator and the three registers of the vector generator, there is 
little waste Involved in using a 35-bit shift register, and the coaanplex 
BWitchlag tavelved in reading out segments is avoided. 

Since all the major circuit elements except the memory and its 
selection logic can be shared, they are in a sense "free". Therefore, 
the cost of the character generator depends mainly on the cost of the 
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selection logic and memory, plus the cost of the circuitry needed 
to svitch the function of the various major circuit elements. 



CHAPTER IV 

DESIGN OF THE EXPERIMEWTAL 
CHARACTER GEHERATOR AND TEST RESULTS 



A. DESIGN APPROACH 

After the basic approach of using a resistor matrix memory and a 
dot raster generator was decided upon, it was time to begin actual 
circuit design. It was planned to build an experimental character 
generator in two steps. First, a test generator with a simplified 
raster and very limited memory size would be built to test all the basic 
circuits. After that, a full-scale machine with a five- by- seven dot 
raster and a 96- character memory would be constructed. 

Recent reductions in the price of epoxy encapulated integrated 
circuits have made these miniatvire circuits competitive (and often 
cheaper) than comparable circuits made from discrete components. 
Future price projections show a further downward trend in integrated 
circuit prices. For this reason, plus the obvious advantages of smaller 
size, it was decided to use these circuits for most of the construction 
of the logic design. 

The tinits chosen are made by Fairchild Semiconductor Corporation 
as part of its commercial Micrologic series of integrated circuits. 
They use resistor-transistor logic (RTL) and are rated for use up to two 
megacycles. Three types were used: l) a type 923 JK Flip Flop with 
set, reset, toggle, and clear inputs, 2) a type 9'^k dual NOR gate 
package with two inputs per gate, and 3) a type 900 driver paclcage 
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which acts as an Inverting power driver. All are packaged in eight- 
lead, modified TO- 5 epoxy cases. For normal operation, they require 
a 3.6 volts power supply and have logic levels of to 0.2 volts 
for a "zero" and +1.0 to +2.0 volts for a "one". Fan-out and fan- in 
are very limited on these units, but with some care, the units work 
very well, and in large measure, they contributed to the success of 

the project. 

For applications where the integrated circuits were not suited, 
a low-cost epoxy encapsulated silicon transistor was chosen (Type 
2N2923). Although it is not intended for use in switching applications, 
■this unit was fo\and to work well in most of the low- speed circuits 
described here. In a limited number of cases where a good switching 
transistor was needed, a 2N3569 silicon transistor was used. By 
having such a small number of different types of circuit elements a number 
of design problems were eased and procurement of parts was simplified. 

Even tho\i^ the basic design of the character generator was 
selected so that circuits could be shared between the character and 
vector generators, it was decided to avoid design problems in construtting 
the experimental character generator by making it aLnost independent of the 
vector generator. However, clock and reset pulses were derived from the 
vector generator, and the digital- to- analog converters of the vector 
generator were used to transform the pulse train outputs of the character 
generator into the required analog deflection voltages. The diagram 
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of Fig. 1 shows the relationship (including inputs and outputs) of the 
two generators. It is proposed to build at a later time a new 
character- vector generator that would take advantage of the circuit- sharing 
techniques mentioned in Chapter III. 

As has "been mentioned, it was decided as the first part of the project 
to build a small test character generator to check out all the basic 
circuits before building a full-scale machine. A character generator 
using as a raster a three- by- five array of dots and having a character 
set memory of eight words was chosen. This choice was motivated by the 
fact that this was the smallest pattern on which the numbers throiigh 
7 could be legibly plotted. 

To construct such a generator, it was necessary to build a dot-matrix 
generator and a resistor-matrix memory, including sense amplifiers and a 
shift register. In addition, because the logic levels of the vector 
generator were and -3 volts and the levels of the character generator were 
to be and +1 volt, level converters to couple the two generat:»]rs were 
needed. A power supply to drive the circuitry was also required, and 
since it involved no difficult construction problems, it was decided to build 
the supply big enough to drive either the test generator or the final generator. 

B. DOT MATRIX GENERATOR 

As outlined in Chapter III, it is the purpose of the dot-matrix 
generator to generate signals to cause the electron beam of the storage 
CRT to move through the desired five- by- seven pattern of points. Figure 2 
shows a block diagram describing how this is done, while Fig. 3 shows how 
the actual integrated circuits were connected to perform this function. 
(Power supply connections are not shown to avoid unnecessarily complicating 
the diagram. ) 
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As a review of Pig. 2, we note that there are two counters, a Y-Pulse 
Sign Control, and a Pulse Generator in the Dot Matrix -block. In addition, 
the X, y data flow switch is controlled hy the Matrix Generator. 

The Modulo-T counter counts the number of vertical (y) increments and 
supplies a pulse to change the direction (or sign) of the vertical movement 
after every seven pulses. The iaodulo-5 counter keeps track of the horizontal 
(x) increments and supplies a "Character Complete" signal after the entire 
dot pattern is finished. 

These two counters are shown in Fig. 3 as the two four-hit counters; the 
counter to the left corresponds to the modulo- 7 counter and the one to the 
right corresponds to the nodulo.F5 counter. 

Basically, each counter is an ordinary four-hit counter and the two can 
easily he connected together to form the eight-bit counter needed in the vector 
generator. To make the left counter work as a modulo- T counter, a pair of gates 
located in the "Reset Control" block monitor the state of the counter. When 
the counter, working in the normal binary manner, reaches a value of seven, a 
reset pulse is generated by the Reset Control and the. counter returns to the 
zero state. At this point, the counter will start counting again, and continue 
until a coxmt of seven is again reached, etc. 

A similar situation exists for the right-hand (modulo- 5) counter. A 
pair of gates monitor the state of this counter and produce a Character 
Ccnrplete signal when a count of five is reached. However, no reset pulse 
is generated at the end of five counts since this counter need not reset 
iintll a new character is started. 

:^y using this reset- to- zero technique, it is possible to use the 
counters as ordinary binary (modulo- l6) counters by simply disabling 
the reset circuits. Also, it is very easy to change the counting base 
of the counters by simply opening or closing the switches indicated on the 
iixpate of the count-monitor gates. In this way, by properly setting six 
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switches (indicated lay x's in Fig. 3), it was possible to generate any 
desired dot array fi-om a one- by-one to a seven- by- seven point matrix. 
This made it possible to use the same dot matrix generator for both 
the three-by five test generator and the final five- by- seven generator. 

The flip-flop associated with the "Y Sign Control" output is connected 
so that it will change state every time the modulo-T counter is reset 
to zero; also gating associated with the "Output Control" block shunts a 
pulse that would normally feed the y pulse output to the x pulse output. 

There are two additional points which were discussed briefly in 
conjunction with the simplified diagram of Fig. 2. First, it was 
decided that the beginning of the design project that it would be desirable, 
at the completion of each character, to automatically position the electron 
beam of the CRT so that it would be possible to draw the next character 
T-rLthout inserting any additional line commands. In this way, the full 
channel bandwidth could be used for transmitting characters alone. (Of 
course, at the ends of text lines, the beam would have to be re-positioned 
to the start of the next line— somewhat like a carriage- return on a typewriter.) 

In a normal five- by- seven array, the final point is plotted at the 
lower right-hand corner when the first point is plotted at the top left- 
hand comer. Therefore, some provision must be made to return the beam 
to the top of the matrix and then move it to the right (to the starting 
position for the next character). One easy way to do this is to increase 
the size of the array to six- by- seven; in such an array, the beam ends the 
pattern one point to the right of the top right-hand corner of the character. 
Next, two extra pulses are used to force the beam two additional spaces 
to the right, yielding an inter- character spacing of three dots. Of course, 
the extra points are never intensified, and therefore require no memory 
control. The entire matrix pattern is shown in Fig. 2 and also in Fig. 10. 
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Another problem occurs when the generator is required to plot 
certain lower-case letters, such as "g", "i", "q", "p", and "y". These 
letters are unusual in that they extend below the normal base line for 
alphanumeric symbols. This means that they also extend below the normal 
dot matrix. A sviggested solution to this problem was to start the matrix 
at a lower point for these characters. Therefore, an extra bit was 
included in the character set memory to indicate when the matrix should be 
lowered, and a "Dropped Matrix Control" was included in the matrix generator. 
This logic circxxit adds an extra two pulses to both the beginning and end 
of the normal matrix. Examples of both the normal matrix and the dropped 
matrix are shown in Fig. 10, 

C. THE RESISTOR MATRIX MEMORY 

A section of the proposed resistor matrix memory is shown in the 
top part of Fig. h. A word line corresponds to a printable character 
and the number of bits per word corresponds to the amount of information 
stored about the shape of each character. The test character generator 
was constructed with 8 Word Lines and 15 Bit Lines. The final experimental 
generator was to have 96 Word Lines and 36 Bit Lines. 

1. Storage Mechanism 

Information is stored in binary form— "ones" and "zeros" — by connecting 
"bit- resistors" between Word Lines and Bit Lines. A li-T k resistor across 
a junction indicates storage of a "one"; no resistor indicates a "zero" 
is stored. 
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2. Selection Logic 

As sliovn In Fig. k , each word line Is driven ty a transistor 
connected as a four- Input HOR gate (Q_„ and Q_g, for example). If the 
voltage applied to emy of the four h'J k tese resistors by the selection 
lines Is hl^, the gate transistor will be saturated and the collector 
output voltage will be low — about 0.1 volts. Alternately, If all fo\ar 
inputs are low, the transistor will be cut off and +12 volts will be 
applied to the associated Word Line through a 1.5 k load resistor. 

Seven selection lines are used to control which word Is selected. 
ISie line furthest to the right In Flg.Ij- Is iised as a "group selection 
line" in the 96- word memoiy (as will be discussed later) but Is always 
grounded In the 6-word test memory. The remaining six lines are grouped 
into three pairs; each pair represents a binary bit and its complement 
(i.e., one line of the pair is at a high voltage while the other is low.) 
By properly connecting the HDR gates to these three binary pairs, the 
gates Berve as a three-bit decoding network to select one of the eight 
words in the memory. In operation, only one of the selection transistors 
is cut off (giving hi^ output voltage) while all the others are saturated. 

3. Read- Out Mechanism 

The result of the selection process is that only one word line has 
a high voltage on it, the exact voltage depending on how many kl k 
"bit- resistors" are connected to the line. However, the voltage will be 
between +6 volts (for a resistor on every line) and +12 volts (no 
resistors ) . 
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The Bit Lines serve as the output lines of the memory and are 
connected to the Sense Amplifiers. When a Word Line is selected 
(i.e., it has a high voltage applied to it), those Bit Lines which are 
connected to that particular Word Line hy bit-resistors have current 
supplied to them through the resistors. Those Bit Lines with no 
connecting resistors have no current flowing into them. The current 
in a connected hit line causes the voltage on this line to increase by 
an amount depending on the input impedance of the Sense Amplifier connected 
to the line, and on how many other bit-resistors are connected to that 
Bit Line. Note that since all the imselected Word Lines are virtually at 
ground potential, all the bit-resistors connecting a Bit Line with unselected 
Word Lines acts as a resistive load on the Bit Line, reducing its voltage 
output . 

In the 8-word memory for the test generator, there could be as 
many as seven unselected bit- resistors connected to a Bit- Line. In this 
worst case—and not counting the load of the Sense Amplifier— the voltage 
output would be one-eighth the voltage on the selected Word Line. Therefore, 
the output voltage would be between 0.75 volts and 1.5 volts. Of course, 
for memories with more words, this worst-case voltage output would 
be further reduced. 

Bit Lines with no bit- resistor connected to the selected Word 
Line have a voltage output of about 0.1 volt, the transistor saturation 
voltage of the unselected Word Lines. Therefore, the output Sense 
Amplifiers for the 8-word test memory have to distinguish between 0.1 
volt for "zero" output and O.75 volts for a "one" output. 



-^3- 



D. SHIFT REGISTER AND SENSE AMPLIFIERS 

The use of integrated circiilt flip-flops made the construction 
of the shift registers quite simple. As can be seen from Fig. k 
all that was required vas to connect the outputs of each flip-flop 
to the set and reset inputs of the next flip-flop. A common clock 
line is connected to all stages and is driven by a Type 900 Power Driver. 
Once the shift register is loaded with a pattern of ones and zeros, a 
pulse train supplied to the Shift Pulse Input causes the pattern to 
move to the right- -each hit appearing in turn at the Output teraiinals. 
The shift register is automatically cleared (all flip-flops reset to "0") 
during the readout process by connecting the Reset input of the last 
stage of the shift register (the flip-flop furthest to the left) to the 
+ 3.6 volt supply. This means that a series of shift pulses will cause 
the entire register to end up in the reset state, i.e., with all "0" 
outputs at +1 volt. 

The register is loaded as follows. The Type 923 Flip- Flops are 
an unbuffered design, and can be set or reset by grounding the appropriate 
output terminals. Therefore, to load the shift register, the Sense 
Amplifiers (the 2N2923 transistors labeled Q throtigh Q_ in Fig. k) act 
as switches which can ground the "0" outputs of individual flip-flop 
in the register setting them to "l". 

The emitters of all of the Sense Amplifiers are connected to the 
collector of the 2N3569 Read Amplifier (Q ). Only when this transistor 
is saturated and acts as a virtual short circuit can the Sense Amplifiers 
ground the shift register outputs. Therefore, the Sense Amplifier's are 
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only enabled when a Read Pulse is received. Whether a given Sense 
Anipllfler vill act as an open or closed switch when enahled depends on 
whether its base input from the matrix memory is at a "high" voltage 
(0.75 volt) or a low voltage (O.l volt). A high voltage saturates the 
transistor setting the associated shift-register flip-flop, while a 
low voltage keeps it hack-biased. 

E. lEVEL CONVERTER CIRCUirS 

Two types of level- converter circuits were needed: one to change 
incoming signals from levels of and +1 volt to and -3 volts, and 
one to convert -3 volt inputs to +1 volt outputs. Five of the former 
converters are needed to feed signals from the character genei^tor to 
the vector generator; two for y-pulse sign control, one for the x-pulse output, 
one for the y-pulse output, and one for intensity control. Referring to 
Fig. 5a, it can be seen that an input of +1 volt applied to the k.J k hase 
resistor will back-bias the 2N3T02 transistor, causing its output voltage 
to go negative (diode clamps in the vector generator limit this negative 
excursion to -3 volts). An input of volts allows the current through 
the 27 k hase resistor to saturate the transistor, giving an output 
voltage of less than 0.1 volt. 

The two inputs from the vector generator to the character generator are 
the clock pulses and the reset pulses. Since both signals are pulse trains 
and since their amplitudes are greater than that required by the character 
generator circuitry, the simple pulse inverter Bho\m in Fig. 5b was 
all that was required. The O.OO5 mf capacitor changes to three volts 
throiigh the diode when the input goes negative. As the input goes positive, 
the diode is hack-hiased, and a + 3 volt pulse appears at the output. 



Input 



-45- 



0-6V 



4.7K 



<27K < 27K 
-A [2 N 3702 



a) Level Converte 



— o Output 



Input o 



.005 ^ f 



-oOutput 



-k IN34A 



b) Pulse Polarity Converter 
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Fig. 6. High Gain Sense Amplifier 
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F. POWER SUPPLY HESIGN 

The power supply design was quite straightforward. Three separate 
supplies with a common ground were needed: 3£-volt 2-ampere supply to 
power the integrated circuits; 15-volt supply to feed the resistor 
matrix memory as well as drive the voltage- control circuitry associated 
with the 35 volt supply; and a -6 volt auxilary supply to bias the logic 
converter interfacing circuits. The overall circuit schematic is shovm 
in Fig. 7. 

Only the 3. 6- volt supply required regulation. A six- transistor series- 
regulator circuit was built using the base-emitter breakdown voltage of a 
2K3638 transistor as a reference voltage to control the output. Close 
attention to the routing of ground leads and high- current carrying leads 
helped guarantee a ripple-free and stable supply. Output impedance v/as 
measured to be less than 0.1 ohms. 

The other supplies were simple silicon diode rectifiers with capacitor 
filtering. The entire power supply was constructed on a 3" x 7" x 12" 
aluminum chassis. A fuse, pilot lamp, power switch made up the only 
controls. 

G. RESULTS OBTAINED WITH THE TEST GENERATOR 

After the design and construction of all the needed circuits, the 
first tests involved use of the three-by-five dot raster and the 8-word 
15-bit memory. The picture shovm in Fig. 9 illustrates how numbers 
produced with the test generator looked when stored on the screen of 
the 5" Tektronix Type ^Sh Storage Scope. 
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H. EBSIGN OF THE FULL-SCAIE OESESkTOR 

The results obtained with the t^et generator were so encouraging 
that plans for hulLilng a full-scale machine were started. Three 
problems were anticipated concerning the larger machine: l) a 36-blt 
shift register would be harder to construct than the 15-blt one used In the 
test generator, 2) a larger maaory matrix would make read-out signals 
Much lower than the eight- word memory tested, and 3) the selection logic 
would have to be enlarged to select one of the 96-woird rather than one of 
eight. 
1. Thirty- six Bit Shift Register 

The problems with building a larger shift register were of a 
practical nature rather than of a conceptual one. Physically, It was 
more desirable to build two l8-blt shift registers slde-by-slde than to 
build one long 36-blt register. In addition, the type 900 Power Driver 
circuits are not capable of driving more than I6 flip-flop stages. Because 
of these problems. It was decided to Imlld four nlne-blt shift registers, 
each Identical to the one shown In Pig. k. These would be used to make 
up two 18-blt shift registers (by connecting two 9-blt units In series) 
which would then be Bicnmted In parallel. Switching logic on the outputs 
of the tvo 18-bit shift registers would be used to "inter- weave" the outputs 
to simulate a 36-blt shift register. The connections used are shown in 
Pig. 8. With the exception of these variations, the shift register and 
sense amplifiers operated as described earlier. 
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2. Extended Selection Logic 

Since the eight- word selection logic already developed worked 
well. It was decided to hreak the character set memory into 12 groups 
of eight words each. Of the seven binary bits used to select one of 
the 96 characters, the first four bits would feed the "primary selection 
logic" to decide which one of the 12 groups would be selected, while the 
last three bits would decide which one of the eight woI^iB of that particular 
group would be selected. The seventh selection line shown in Fig. 5 and 
mentioned as part of the Resistor Matrix description would thus be used 
to select one of the 12 groups of eightj the remaining six would select 
one word in the group, as previously described. 

3. High-Gain Sense Amplifier 

As described earlier, the output voltage for a "one" in a 
resistor matrix memory goes down as the number of words goes iip. For 
a 96-word memory, in the worst case, the output voltage is 1/96 the 
voltage applied to a Word Line. For 12 volts on a Word Line, the output 
Is only 125 millivolts. This level is too low to drive the sense araplifier 
shown In Fig. k- Therefore, a new amplifier shown in Fig. 6, was designed. 

It has a differential input stage to maintain temperature stability 
and to compensate for off- set voltage of the memory caused by the 
satxuration voltage of the selection transistors. The aarpllfler was designed 
to switch states for a 50- millivolt change In input. 



-51- 



There was some concern for the different values of Vgg of a 
randomly selected group of transistors; if the differences in V^g 
were coniparable to the signal levels received at the memory output, the 
amplifiers would he unreliable. However, it was found hy testing a 
substantial number of transistors that the maximum variation to be 
expected was only 30 millivolts. Since input signal levels are to be 
100 to 200 millivolts, there should thus be no trouble in obtaining 
positive switching. Moreover, the temperature coefficients of the 
transistors used were not expected to deviate more than 0.2 millivolts 
per degree Centegrade; therefore, no temperature instability should occur 
over the expected operating temperature range. 

The output of the differential stage is fed through a voltage 
divider to match the reqtiired voltage level of the output transistor 
(Q ). This transistor operates in the same manner as the simple sense 
amplifier described earlier. Again, the amplifier is "read" by grounding 
the emitter lead of Q_ whenever Q^ is saturated by a Read Pulse. 

I. TESTS OF THE TTSMj CHARACTER GENERATOR 

Even though the extended selection logic scheme and improved sense 
ajii»llfler were designed and tested, they were not included in the final 
■bread-boarded circuit because of a lack of time. Also, as explained in 
the next chapter, it appeared that a better way to construct the masiory 
would soon be possible. Therefore only eight characters (the single 
quote and the letters A through G) were included in the expanded resistor 
matrix memory. Nevertheless, it was felt that this machine included all 
the principles needed to demonstrate the feasibility of this particular 
approach to character generator design. 
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Chftracters that were generated and stored on a Tektronix 564 Storage 
08ciUx)scope are shown in Fig. 11. By using the small characters shovn, 
it SEpears it will he possihle to store at least 600 legihle characters 
on the 8 cm by 10 cm screen of this particular storage CHP. 

The photograph in Fig. 12 shows the experimental set-up with the 
vector generator mounted in the relay rack at the right, the Storage 
Oscilloscope in the middle, and the experimental character generator 
with its power supply on the table at the left. 

The cl08e-.\q) picture in Fig. 13 shows details of the hread-board 
construction. In the lower part of the picture is the 36-bit shift 
register and eight words of memory. The dot matrix generator is located. 
in the center portion. At the top is the 15-bit mencry, selection logic^ 
and shift register. 
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Fig. 9 Numbers produced using 
3x5 dot array. 




Left: Normal raster 

Right: Dropped raster 

for special lower 
case letters. 



Fig. 10 Complete 5 x 7 dot array with 
beam re-locating steps. 




Top: Enlarged characters, 
showing individual 
dots making up 
characters. 

Bottom: Characters as 
they will normally 
appear in text 
display (3/^2" high) 

Fig. 11 Characters produced using 

5x7 dot array. 

Note: All pictures taken on a Tektronix 564 Storage 

Oscilloscope operated in the storage mode* Pictures 
taken 5 to 15 minutes after images were drawn* 
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CHAPTER V 
COMCmSIOHS 



One of the major protlons in any design project, particularly in the 
electronics field at the present time. Is that a "best" design is highly 
elusive. This is because advancing technology is forever changing the 
relative values of using one approach versus another. The designer is 
forced to decide whether to base his design on present "state-of-the-art" 
achievements in technology or whether to second-guess what advances will 
occur in the near future and use this "advanced" technology as a basis 
for design. 

Changes in technology can be of two types: l) new products can 
be developed that either perform better than existing types or perform 
in entirely new ways or, 2) advances in manufacturing techniques can 
cause the prices of existing products to drop. To a limited extent, 
both types of change were anticipated in this project. As will be 
described, some of these expected advances came to fruition much more 
rapidly than expected, even while the vtnit was being designed and built. 

It can be seen from the photograph in Fig. 11 that, for all 
intents and purposes, the eKperimental design produces quite legible 
characters. Because of its all-electronic nature, the machine should be 
veiy reliable. In addition, the operating speed is hi^ly conservative— 
the machine could easily generate 10,000 characters per second. Si)ecial 
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characters can be externally prograiuned. Moreover, Dy designing the 
character generator to use circuits already available in the vector 
generator (creating a vector- character generator i the cost of adding 
character generation to a remote tenninal should be a minimum. 

The main costs would be a certain amount of control logic, a character- 
set memory, word-selection logic, and sense ampUfiers. Parts costs are 
estimated to be under $200 and it is beUeved construction costs should 
not exceed $1^00 for a total device cost of $600. 

However, two recent dftvelopoents make it appear that a much lower 
figure will be possible almost inmediately. As was mentioned in 
Chapter lU, it -was hoped that there would be a way of automatically 
fabricating the resistor memory array. Otowards the end of this project, 
it was learned that a division of United-Carr, Inc. has developed a 
technique of chemically depositing nickel-alloy resistors directly on 
printed circuit boards at a projected cost of $.005 per resistor in 
conpleted arrays. The technique also Includes a way of depositing two 
insulated layers of copper conductors which can interconnect with the 
nickel allx>y resistors. In addition, after the resistors and conductors 
have been fastened to the printed circuit board, other components such 
as transistors, capacitors, etc. can be mounted and dip- soldered as with 
an ordinary printed circuit board. 

This promises to be a way in which the selection logLc, resistor 
an«y, and sense amplifiers could all be constructed very cheaply— not 
only would there by a reduction in parts costs, but more importantly, 
there would be a large reduction in labor costs. 
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A second advaneogoent that promlBes to be of possible value is the 
development of "silleon-on- sapphire" (SOS) diode arrays by the 
Autonetics Division of North American Aviation, Inc. Basically, 
these are arrays of diodes made by conventional integrated circuit 
techniques, but using a sapphire substrate to gain device independence. 
Arrays of 3000 to 6000 diodes are easily possible, with a packing 
density of over 15,000 diodes per sqiJ«re inch. Also, SOS construction 
techniques offer the possibility of simultaneous fabrication of the 
selection logic, the diode array, and the output sense iBipllfiers, all 
on the same sapphire substrate. 

Most important, this SOS technique promises to be very loir cost-- 
somewhere between $.01 and $.03 per diode. Recall that the only 
reason that a resistor array was chosen in place of a diode array was 
lower cost. With this new develapment, the cost disadvantage of 
diodes has apparently disappeared. Not only would sueh a diode array 
with built-in selection logic reduce parts and labor costs, but the 
higher output levels of a diode array would eliminate the need for a three- 
transistor sense amplifier — a single transistor would do. 

Since both the deposited- nickel- resistor and the SOS- diode arrays 
offer certain other advantages, which there has not yet been time to 
evaluate, it is still too early to say which approach is most desirable. 
However, it is certain that either approach will substantially lower 
the costs of the character- set memory. In view of this, it may be 
desirable to use some of the savings to increase the character dot 
raster to slx-by-nine points (or even larger) to obtain higher quality 
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characters. At any rate, it appears that ultimately the cost of 
a combined character- vector generator in some sort of "production" 
qimntities will "be no more than $100 to $3^0 more than a vector 
generator alone. Since the design goal was to reduce cost to $500 to 
$1000, it is concluded that this part of the low-cost remote display 
project has been highly successful. 



r^' 



-K^Y*v,.M '-^';l^L.!Ji^>.,■«^l,!. 



'J ' " -^y ? *)^!^'- ' -^^- ' -"^-^ ' ^ 



BIBLIOGRAPHy 



1. Eano, R.M., Inject MAC t Progress to July I96U , Massachusetts 
Institute of Technology, Preface. 

2. I.E. Sutherland, Sketchpad; A Man«Machlne Graphical Ccianmunlcation 
System, M.I.T., Lincoln Laboratory Technical Report 29b, January 30, 
1963. 

3. Stotz, R.H., and Ward, J.E., Operating Manual for the ESL Display 
Console, ESL Internal Memorandum 9442-M-129, Project MAC Internal 
Memorandum MAC-M-217, March 9, I965. 

h, Stotz, R.H., Computer Display of B-Dljnensional Figures, Electronic 
Systems Laboratory Report, ESL-TM-lb7, March, 1963. 

Stotz, R.H., "Man-Machine Console pfecilities for Ccniputer-Alded 
Design", AFIPS Conference Proceedings, Volume 23, I963 Spring 
Joint Ccnrputer Conference, Detroit, May, 19^3, pg. 323-328. 

5. Ward, J.E., "Display Systems", Electi^ic Systeaas Laboratory - 
Annual Report, (July I96U to June l$b5; pg. 31-35. 

6. Stotz, R.H., Groneroann, U., Wetrd, J.E., Specifications for a 
Dataphone-Driven Remote Display Console Tot Project MAC , 
Project MAC Memorandum MAC-il-2U3, June 24, 1965. 

7. Instruction Manual for Tektronix Type ^6h Storage Oscilloscppe, 
Tektronix, Inc., Beaverton, Oregon. 

8. Hatervlev vith Tektronix Representatives at Room 833, 51*5 Technology 
Square, on November 2, I965. 

9. ESL Display Group, Development of a Remote Digital-Dataphone- 
Driven Disp lay Terminal, Un-numbered Project MAC Monorandum, 
Ifey glf, 1915/ ■ 

10. Machover, Carl, "Converting Data to Hazman-Interpretable Form", 
Data Systems Design, September, I96U. 

U. Ibid 

12. Levin, M.H., "A Survey of Read-Only Memories", AFIPS Coiiference 
Proceedings, Volume 27, Peurt I, Pall Joint Conputer Conference, 
19b5, pg. 775. 



-60- 



BIBLIOGRAPmr (Continued) 



13. Instruction Manual, Model 11-64 Symbol Generator, Straza 
Industries, Las Vegas, Nevada. 

14. Stotz, R.H., Gronemann, U., Ward, J.E., op. cit. (MAC-M-24^) 
Point II-A-(ll), pg. 2. 

15. American Standards Association, "Proposed Revised American 
Standard Code for Infoimation Interchange", Communications of 
the ACM, Volume 8, Number k, April, I965. 

16. I«vin, M.H., op, cit., pg. 4. 
IT. Ibid, pg. 3. 



-61- 



